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Open Generators

Reliable Engine and Alternator

Powerful Engine

*Cummins four-cycle industrial engines are built for reliability. with self-
diagnostic features

* Electronic fuel injection system with electronic governor ensure continu
ously variable and low fuel consumption

*Turbocharger with After-cooler

Nature type with turbocharger type
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Reliable Alternator

*The Stamford brushless permanent magnet generator (PMG) design ensures short circuit
current capability, allowing co-ordination and tripping of downstream breakers.

*Load from 0 - 100%, frequency vibration within £0.25%

*No load wire volts max undulation ratio within 0.5%
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three phase reliable single phase

*Class ‘"H’ insulation, standard degree of protection is IP23

Number Signals Description
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Good Cooling System s
* Exhaust silencing system totally enclosed for operator safety ;
*45°C radiator as standard. oil cooler, drain tap
9
Automatic Air-Bleeding
*Every time the engine key is turned ON air is automatically 10
purged from the fuel system.
= Easy starting and quick response
-]
Standard Features
@ Air intake pipe @ Fan protection @ Water tank and radiator @ Aiternator @ Water separator ®
(® Lubricating oil separator () Engine Water intake pipe (@ Storage Battery (0 Base tank
@ Anti Vibration-mounting @ AC generator @ Air Switch @ Control system (panel, switch & meters)
21

@ Control box (@ Air fiiter @ Motor @ Turbocharger @ Aftercooled air intake pipe € Fuel filter
@) Drain plug for Lubricating oil € Refuel @ Lubricating oil ruler @ Electric governor
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Characteristics

< Acoustic power of the grnerating
In conformity with the Europan ser attesting to conformity with
Directive which apply. the 2001/14/EC directive
Current output protected No load wire volts max undulation
by a circuit breaker ratio within 0.5%
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«Fully PC or front panel configurable Paralleling working sketch map
* Automatic shutdown on fault condition

*Custom graphical icon interface display

*Provides engine alarms and status information and alarm indication by LED & LCD
*Multiple LCD languages (English, French. Spanish. Chinese, etc) possible.

«Can be used with ATS or allowing up to 16 generators to load share.
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Base Tank & Anti-Vibration Mounts

* All generators are equipped with large capacity base fuel tanks. Large capacity fuel tank and low fuel

consumption rate ensure long periods of operation.
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*Rubber diagonal isolators are specially designed to reduce
engine and alternator vibration and prevent distortion in
the voltage and harmonic output of the generator.

Enhanced Safety

*A circuit breaker is provided to protect the generator from shorting of the load circuit or an overload.

*To prevent inadvertent contact with the terminals. the receptacles are divided in a separate section.

*Fully PC or front panel configuration. automatic shutdown on fault condition.

*Emergency stop pushbutton

Confrol system'  AMF®  Low oil pressure speed freq. Emergencystop temp. current Fail to start  volts
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PLC-702HC | v STD §TD | s \ 5TD l $TD

PLC-5220 | s §TD J sTD §TD STD STD l STD §TD STD

PLC-1F sTD STD 5sTD §TD 5TD STD | sTD 5TD | 5TD

1. PLC-IF is the default, PLC-702HC, PLC-5220 and PLC-L is optional. PLC-L is used for auto synchronization. 2. PLC-702HC system need work together with volmeter,
Ameter and other meters. 3. AMF:Automatic Mains Failure

X: impowsible o: optional $TD: standard
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Post Adress Head Office

Moleplaat 6 Industrieweg 19

8939 DR Leeuwarden 8444 AS Heerenveen
Netherlands Netherlands

Tel. +31 (0)58 288 3944 Tel. +31 (0)58 288 3944

Fax.+31 (0)58 280 2596 Fax.+31 (0)58 280 2596

E-mail: info@aggregaat.eu E-mail: mail@gentec-energy.com

. ) *All prices are VAT excluded.
Url: http://www.aggregaat.eu Url: http://www.gentec-energy.com

In line with our policy of continuous product development, we reserve the right to make changes in model, technical specifications color, equipment and accessories without prior notice.



